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phosphoric acid). You may use a meth-

od published by a consensus standards 

organization, or you may use industry 

consensus standard practice methods, 

including but not limited to the Phos-

phate Mining States Methods Used and 

Adopted by AFPC (P.O. Box 1645, 

Bartow, Florida 33831, (863) 534–9755, 

http://afpc.net, 
paul.mcafee@mosaicco.com). 

(c) You must determine the mass of 

phosphate rock consumed each month 

(by origin) in each wet-process phos-

phoric acid process line. You can use 

existing plant procedures that are used 

for accounting purposes (such as sales 

records) or you can use data from ex-

isting monitoring equipment that is 

used to measure total mass flow of 

phosphorous-bearing feed under 40 CFR 

part 60 or part 63. 

[74 FR 56374, Oct. 30, 2009, as amended at 75 

FR 66468, Oct. 28, 2010] 

§ 98.265 Procedures for estimating 
missing data. 

(a) For each missing value of the in-

organic carbon content of phosphate 

rock or carbon dioxide (by origin), you 

must use the appropriate default factor 

provided in Table Z–1 this subpart. Al-

ternatively, you must determine a sub-

stitute data value by calculating the 

arithmetic average of the quality-as-

sured values of inorganic carbon con-

tents of phosphate rock of origin i from 

samples immediately preceding and 

immediately following the missing 

data incident. You must document and 

keep records of the procedures used for 

all such estimates. 

(a) For each missing value of the in-

organic carbon content of phosphate 

rock (by origin), you must use the ap-

propriate default factor provided in 

Table Z–1 of this subpart. Alter-

natively, the you must determine sub-

stitute data value by calculating the 

arithmetic average of the quality-as-

sured values of inorganic carbon con-

tents of phosphate rock of origin i (see 
Equation Z–1 of this subpart) from 

samples immediately preceding and 

immediately following the missing 

data incident. If no quality-assured 

data on inorganic carbon contents of 

phosphate rock of origin i are available 

prior to the missing data incident, the 

substitute data value shall be the first 

quality-assured value for inorganic 

carbon contents for phosphate rock of 

origin i obtained after the missing data 

period. 

(b) For each missing value of month-

ly mass consumption of phosphate rock 

(by origin), you must use the best 

available estimate based on all avail-

able process data or data used for ac-

counting purposes. 

[74 FR 56374, Oct. 30, 2009, as amended at 75 

FR 66469, Oct. 28, 2010] 

§ 98.266 Data reporting requirements. 
In addition to the information re-

quired by § 98.3(c), each annual report 

must contain the information specified 

in paragraphs (a) through (f) of this 

section. 

(a) Annual phosphoric acid produc-

tion by origin (as listed in Table Z–1 to 

this subpart) of the phosphate rock 

(tons). 

(b) Annual phosphoric acid permitted 

production capacity (tons). 

(c) Annual arithmetic average per-

cent inorganic carbon or carbon diox-

ide in phosphate rock from monthly 

records (percent by weight, expressed 

as a decimal fraction). 

(d) Annual phosphate rock consump-

tion from monthly measurement 

records by origin, (as listed in Table Z– 

1 to this subpart) (tons). 

(e) If you use a CEMS to measure CO2 
emissions, then you must report the in-

formation in paragraphs (e)(1) and 

(e)(2) of this section. 

(1) The identification number of each 

wet-process phosphoric acid process 

line. 

(2) The annual CO2 emissions from 

each wet-process phosphoric acid proc-

ess line (metric tons) and the relevant 

information required under 40 CFR 

98.36 (e)(2)(vi) for the Tier 4 Calculation 

Methodology. 

(f) If you do not use a CEMS to meas-

ure emissions, then you must report 

the information in paragraphs (f)(1) 

through (9) of this section. 

(1) Identification number of each 

wet-process phosphoric acid process 

line. 

(2) Annual CO2 emissions from each 

wet-process phosphoric acid process 

line (metric tons) as calculated by ei-

ther Equation Z–1a or Equation Z–1b of 

this subpart. 

VerDate Mar<15>2010 09:39 Sep 24, 2012 Jkt 226167 PO 00000 Frm 00863 Fmt 8010 Sfmt 8002 Y:\SGML\226167.XXX 226167er
ow

e 
on

 D
S

K
2V

P
T

V
N

1P
R

O
D

 w
ith

 


		Superintendent of Documents
	2012-10-02T14:36:35-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




